Nuclear Regulatory Commission

(2) [Reserved]

[62 FR 52187, Oct. 6, 1997, as amended at 67 FR
67099, Nov. 4, 2002]

Subpart B—Specific Licensing
Requirements

§39.11 Application for a specific li-
cense.

A person, as defined in §30.4 of this
chapter, shall file an application for a
specific license authorizing the use of
licensed material in well logging on
Form NRC 313, ‘‘Application for Mate-
rial License.” Each application for a li-
cense, other than a license exempted
from part 170 of this chapter, must be
accompanied by the fee prescribed in
§170.31 of this chapter. The application
must be sent to the appropriate NRC
Regional Office listed in appendix D of
part 20 of this chapter.

§39.1§ Specific licenses for well log-
ging.

The Commission will approve an ap-
plication for a specific license for the
use of licensed material in well logging
if the applicant meets the following re-
quirements:

(a) The applicant shall satisfy the
general requirements specified in §30.33
of this chapter for byproduct material,
in §40.32 of this chapter for source ma-
terial, and in §70.33 of this chapter for
special nuclear material, as appro-
priate, and any special requirements
contained in this part.

(b) The applicant shall develop a pro-
gram for training logging supervisors
and logging assistants and submit to
the Commission a description of this
program which specifies the—

(1) Initial training;

(2) On-the-job training;

(3) Annual safety reviews provided by
the licensee;

(4) Means the applicant will use to
demonstrate the logging supervisor’s
knowledge and understanding of and
ability to comply with the Commis-
sion’s regulations and licensing re-
quirements and the applicant’s oper-
ating and emergency procedures; and

(5) Means the applicant will use to
demonstrate the logging assistant’s
knowledge and understanding of and
ability to comply with the applicant’s
operating and emergency procedures.
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(c) The applicant shall submit to the
Commission written operating and
emergency procedures as described in
§39.63 or an outline or summary of the
procedures that includes the important
radiation safety aspects of the proce-
dures.

(d) The applicant shall establish and
submit to the Commission its program
for annual inspections of the job per-
formance of each logging supervisor to
ensure that the Commission’s regula-
tions, license requirements, and the ap-
plicant’s operating and emergency pro-
cedures are followed. Inspection
records must be retained for 3 years
after each annual internal inspection.

(e) The applicant shall submit a de-
scription of its overall organizational
structure as it applies to the radiation
safety responsibilities in well logging,
including specified delegations of au-
thority and responsibility.

(f) If an applicant wants to perform
leak testing of sealed sources, the ap-
plicant shall identify the manufactur-
ers and the model numbers of the leak
test kits to be used. If the applicant
wants to analyze its own wipe samples,
the applicant shall establish proce-
dures to be followed and submit a de-
scription of these procedures to the
Commission. The description must in-
clude the—

(1) Instruments to be used;

(2) Methods of performing the anal-
ysis; and

(3) Pertinent experience of the person
who will analyze the wipe samples.

§39.15 Agreement with well owner or
operator.

(a) A licensee may perform well log-
ging with a sealed source only after the
licensee has a written agreement with
the employing well owner or operator.
This written agreement must identify
who will meet the following require-
ments:

(1) If a sealed source becomes lodged
in the well, a reasonable effort will be
made to recover it.

(2) A person may not attempt to re-
cover a sealed source in a manner
which, in the licensee’s opinion, could
result in its rupture.

(3) The radiation monitoring required
in §39.69(a) will be performed.
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